
 

 

 

 

 

 

 

 

Security Conditions and Requirements of the Important complexes 

 

 

 

 

 

 

 

 

 

 

 

 

 

Version No: 4.0 

Release Date: 14/02/2022 

Version Notes: updating the presentation of requirements, in addition to listing the issued amendments 

based on the initiative of reducing the government requirements by 30% 

  



 

 

 

 

 

Chapter 1: Standard and Technical Specifications of the Security 

Systems 

 

 

Application of Standard and Technical Specifications of Security Systems of Law No. (12) 

of 2016, issued in February 2022, on regulating the Security Industry in Emirate of Dubai 

  



 

 

 

 

Chapter 2: Security Conditions and Requirements  

 

Important complexes 

Important complexes include the following: 

a) Any clusters of residential or office units, 

b) Including buildings, towers and villa compounds. 

Requirements of the Visual Surveillance System – VSS  

(for multi-floor buildings) 

S.N Requirement Description Remarks 

1 at all entrances of the 

establishment  

Identification View   

2 at all main and secondary 

emergency exits leading 

inside or outside the 
establishment 

Identification View   

3 at all lobby areas Detection View   

4 at all elevator lobbies  Observation  View   

5 at all reception desks  Observation  View   

6 inside elevators Observation  View  inside elevators with an angle 

shows the floor number.  

7 at all emergency exit doors 

among floors 

Observation  View   

8 at the corridors of the 

residential units 

Detection View   

9 at all entrances of gyms Recognition View   

10 at all swimming pools Monitoring View   

11 Automatic Number-Plate 

Recognition cameras shall 

be installed 

within the view  of Automatic 

Number-Plate Recognition. 

At the entrances and exits of 

the parking lots (it should only 

apply to the buildings with a 

total number of units less than 

50 residential units.) 



 

12 Automatic Number-Plate 

Recognition cameras shall 

be installed 

Automatic Number-Plate 

Recognition system (ANPR) 

approved by SIRA 

At the entrances and exits of 

the parking lots (it should only 

apply to the buildings with a 

total number of 50 residential 

units and above) 

13 at the parking lots 

pathways 

Detection View  Requirement can be decreased 

by installing 4 MP cameras at 

height of 6 meters at the 

parking lots, to provide 

detection view, provided that 

no cameras have been installed 

in such parking lots 

previously. 

14 at the outdoors 

surrounding areas of the 

building 

Detection View   

15 at the fence surrounding 

the location 

 In case of the fence 

surrounding the location (it 

should only apply if the 

location has another buildings 

other than the residential 

buildings such as multi-floor 

buildings or villa compounds) 

16 Duration of the recordings The recordings shall be kept 

for at least 31 days for all 

cameras. 

 

17 System of linking and 

following up the integrity 

of VSS 

Installing a system for linking 

and following up the integrity 

of VSS 

System of linking and 

following up the integrity of 

VSS shall be installed for all 

buildings, towers and villa 

compounds except for 

residential buildings with a 

total number of units less than 

50 residential units. 

 

 

Other Requirements (for multi-floor buildings) 
S.N Requirement Description Remarks 

1 Security guards Security guard or building watchman 

shall be provided on a "24/7" basis 

- Mandatory for the 

commercial and multiple uses 

buildings. 

- Optional for the buildings 

with a total number of units 

less than 50 residential units. 



 

- Mandatory for the buildings 

with a total number of 50 

residential units and above. 

2 An office shall be 

provided for the 

security guard 

An office shall be provided for the 

security guard or building watchman 

- Toilet shall be provided, in 

case of recruiting a security 

guard 

- An equipped and suitable 

residence shall be provided, in 

case of recruiting a building 

watchman 

3 Access control 

system of residents 

and visitors 

Building access control system shall 

be used. Unauthorized people shall 

be allowed to enter the building only 

after the consent of relevant 

residents. 

Requirement of providing a 

security guard shall be 

replaced by providing an 

access control system of both 

residents and visitors (the door 

shall be locked and only 

opened for authorized people) 

 

 

  



 

 

 

 

Requirements of the Visual Surveillance System – VSS  

(for villa compounds) 

S.N Requirement Description Remarks 

1 at all entrances of the 

establishment (the main 

and secondary entrances) 

Identification View   

2 at all main and secondary 

emergency exits leading 

inside or outside the 
establishment 

Identification View   

3 at all lobby areas Detection View   

4 at all elevator lobbies  Observation  View   

5 at all reception desks  Observation  View   

6 inside elevators Observation  View  Cameras shall be installed 

inside elevators with an angle 

that shows the floor number. A 

lens with a wide angle shall be 

used to cover all parts of the 

elevator 

7 at all emergency exit doors 

among floors 

Observation  View   

8 across the internal streets Detection View   

9 at all entrances of gyms Recognition View   

10 at all swimming pools Monitoring View   

11 at the fence surrounding 

the project 

Monitoring View  It shall be optional if fixed 

cameras have been installed 

across the internal streets 

12 Automatic Number-Plate 

Recognition cameras shall 

be installed 

Automatic Number-Plate 

Recognition system (ANPR) 

approved by SIRA 

At the entrances and exits of 

the parking lots  

13 at the parking lots 

pathways 

Detection View  Requirement can be decreased 

by installing 4 MP cameras at 

height of 6 meters at the 

parking lots, to provide 

detection view, provided that 

these parking are not covered. 

14 at the internal streets Monitoring View  It shall be optional if fixed 

cameras have been installed at 



 

the fence surrounding the 

project 

15 Duration of the recordings The recordings shall be kept 

for at least 31 days for all 

cameras. 

 

16 System of linking and 

following up the integrity 

of VSS 

Installing a system for linking 

and following up the integrity 

of VSS 

System of linking and 

following up the integrity of 

VSS shall be installed for all 

buildings, towers and villa 

compounds except for 

residential buildings with a 

total number of units less than 

50 residential units. 

 

  



 

 

 

 

Other Requirements (for villa compounds) 

S.N Requirement Description Remarks 

1 Security Guards Security guard or building watchman 

shall be provided on a "24/7" basis 

Security guards shall be 

provided for all buildings, 

towers and villa compounds 

except for residential buildings 

with a total number of units 

less than 50 residential units. 

2 An office shall be 

provided for the 

security guard 

An office shall be provided for the 

security guard  

Toilet shall be provided for the 

security guard 

 

 


